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FIIC 63
FSTC 60

SUBFLOOR MEMBRANE
F O R  R E S I D E N T I A L  A N D                                                 
C O M M E R C I A L  S O U N D P R O O F I N G                                

DESIGNED TO SOUNDPROOF
• Laminated �oating �oors, can 
   be installed directly on the membrane
• Multilayer engineered wood can

 be installed directly on the membrane
 or double glued

THE ACOUSTIC SOLUTION
FOR FLOORING!

Product Characteristics:
Dimensions : 0,91 m x 11 m (36 in x 33,33 ft)

Coverage : 30,3 m (100 ft 2)

Thickness : Approximate 5 mm (3/16 in)

Weight : Approximate 9 Kg (20 lbs)

FIIC :

FSTC :
Note :

N U M E R O U S  ADVANTAGES!
( co m p a re d  to  co nve nt i o n a l  s u b � o o r  s ys te m s )

•  Prov i d e s  s u p e r i o r  s o u n d p ro o fi n g
•  I s  ro t  p ro o f  a n d  re s i s t s  wate r  l e a k s  a n d  h u m i d i t y
•  M o l d s  to  t h e  s h a p e  o f  t h e  s u p p o r t
•  I s  te a r  re s i s t a nt
•  E l i m i n ate s  d a m p n e s s  i n  b a s e m e nt s
•  I s  e a s y  to  i n s t a l l :  n o  m e c h a n i c a l  f a s te n e r s  n e e d e d
•  I s  l o n g - l a s t i n g :  re t a i n s  i t s  fl e x i b i l i t y  a n d  d o e s  n o t  fl at te n
•  Wo o d  fl o o r  cove r i n g s  c a n  b e  b o n d e d  to  t h e  to p  s u r f a ce  u s i n g  s t ro n g  a d h e s i ve s

Product pending approval by 
the CCMC (Canadian 
Construction Materials Centre)

Field Impact Insulation Class

Field Sound Transmission Class

FIIC and FSTC results are presented for 
information purposes only.

THERMO BINDED MULTI COMPOSITE MEMBRANE 
• 100% vapour barrier                                                                                
• Self adhesive overlapping


